
Typical Data — Random Sample
(LEN-OX Raw, Dry Basis)

Humic Acid *62.32-79.06%
**50.44-57.66% 

Calcium (Ca) 11.500 ppm
Magnesium (Mg) 4,420 ppm
Sodium (Na) 781 ppm
Aluminum (Al) 3,950 ppm
Copper (Cu) 7.96 ppm
Iron (Fe) 8,510 ppm
Manganese (MN) 162 ppm
Zinc (Zn) 13.4 ppm
Carbon (C) 53.76 wt. %
Hydrogen (H) 3.33 wt. %
Nitrogen (N) 1.01 wt. %
Ash 17.61 wt. %
pH Environmental 3.6

Contains no preservatives, arti�cial color or �avor, herbicide or pesticide residue, manufactured  chemicals or deleterious substances.	 Data contained herein 
is accurate and complete as can be determined at the time of this printing. All information offered is typical and neither states nor implies any guarantee. 
Any liability incurred with use of this data or the product names is disclaimed by Leonardite Products, LLC. 	

* A&L Western Laboratories Method
** California Department of Food and Agriculture Method (Conducted by A&L Western Laboratories)   
All other data based on Minnesota Valley Testing Laboratories, Inc., October 2008
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GRADE SIZE MOISTURE AS RECEIVED
MOISTURE/ASH

DRY BASIS
ASH CONTENT

LOSS ON
IGNITION

LEN-OX Raw 3” and Smaller Up to 45% 36.52/11.18 17.61% 52.3%
LEN-OX Crushed 2” and Fines Up to 40% 24.11/16.68 21.98% 59.2%
LEN-OX 11 100% Passes 11 Mesh21-26% 21.54/16.39 20.89% 62.1%


